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Soldering irons & Sets 
· Micro-Soldering Irons 
· Universal Soldering Irons 
· Standard Soldering Irons 
· Workshop Soldering Irons 
· High-Speed Soldering Irons 
· Soldering Irons with  
  Temperature Control 
· Soldering Sets 
· Battery-Powered Soldering 
  Irons 
· Gas Soldering Irons & Sets 

Solder Baths, Soldering 
Irons & Equipment for 
Special Applications 
· Static Solder Baths 
· Soldering Irons for Special 
  Applications 
· Equipment for Special 
  Applications 
 
Soldering Stations & 
Desoldering Stations 
· Soldering Stations 
· Desoldering Stations  
· Hot Air Soldering Stations 
· Soldering & Desoldering 
  Stations 

Antistatic Soldering- & 
Desoldering stations 
· Antist. Soldering stations 
· Antist. Desoldering stations 
· Antist. Soldering- & 
  Desoldering stations 
· Antist. SMT Stations 
· SMT/BGA-Rework-Systems 

“CLEAN-AIR”- Solder Fume 
Extraction Units 
· Tip Extraction Units 
· Extraction Units for the 
  Workbench 
· Spare Parts & Accessories 

Spare Parts & Auxiliaries 
· Accessories 
· Auxiliaries 
· Spare Parts 

Soldering & Desoldering 
Tips 
· 842 Series 
· 832 Series 
· 802 Series 
· 722 Series 
· 662 Series 
· 612 Series 
· 422 Series 
· 222 Series 
· 212 Series 
· 202/252/302/352/552 Series 
· 172 Series 
· 162 Series 
· 152 Series 
· 132 Series 
· 082 Series 
· 052 Series 
· 042/012 Series 
· 032 Series 
· B 062 Series 
· G 152 Series 
· G 132 Series 
· G 072 Series 

ERSA 550 Art.Nr.: 0550MZ 
  

EAN: 
4003008027495  

Suitable Soldering tip: 
· 552 

  
ERSA Hammer Soldering Iron 550 W 
 
The hammer-shaped soldring iron series is particularly suitable for sheet tinning and installation work as well as collector and 
copper rail soldering. 
Additionally, they are the most competent choice for car body rework and lead panes. 
Supplied with non-scaling-soldering tip 0502MZ and 0A17 tool holder. 
  
Technical data 
Power rating (Watt): 550
Supply (Volt): 230
Preheating time in seconds: 420
Max Temperature in °C: 600
Coating Tip: ERSADUR tip
Antistatic design: No
Shape of soldering tip: chisel-shaped
Soldering tip diameter / width, mm: 35
Soldering / Desoldering tip: 552
Replacement heating element: E055100
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· G 052 Series 
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